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(57) Abstract: The invention relates to a device for the non-destructive inspection of a conveyor belt ( 1), made from an elastomeric 
® material with a support face for the conveyed material and a running side and comprising an embedded reinforcement support, 
2 whereby the conveyor belt is set in motion, a radiation source (4) emits radiation in the direction of the belt surface which is suf- 

ficiently energetic to pass through the conveyor belt, whereby a processing computer (15) analyses the result of the radiographic 

O 

check. 
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VcrofTentlicht: 

— mil intemationalem Recherchenbericht 



Zur Erklarung der Zweibuchstaben-Codes und der anderen Ab~ 
kurzungen wird auf die Erklarungen ("Guidance. Notes on Co- 
des and Abbreviations") am Anfangjeder regularen Ausgabe der 
PCT-Gazette verwiesen. 



(57) Zusanunenfassung: Einrichtung zur zerstorungsfreien Inspektion eines Fordergurtes (1) aus elastomerem Werkstoff miteiner 
Tragseite fur das FordermaleriaJ und einer Laufseite sowie mil einem eingebellelen Festigkeitstrager, wobei sich der Fordergurt be- 
wegt, eine Slrahlenquelle (4) in Richtung Gurtoberflache Strahlen aussendet, die derart energiereich sind, dass diese den Fordergurt 
durchstrahlen, wobei ein Prozessrechner (15) das Ergebnis der Durchstrahlungsprutung auswertet. 



